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• Reduces banding time and labor costs with welded wing buckle 

• Safer and Easier handling & band installation vs. bands that  

are not fully-coated 

• Reduces banding time and labor costs with welded wing buckle 

• High tensile strength exceeds oil and gas industry standards  

• Durable Hayata coating on stainless steel tie band 

• High tensile strength exceeds industry standards 

100-ft Color Rolls available 
if minimums metCoated Stainless Steel Bands 

Hayata’s highly durable coated stainless steel bands are the safest, strongest 
and easiest to install on the market. Our bands are designed to withstand  

extreme weather and temperature conditions, corrosion, physical force,  

chemicals and UV. Our new welded wing buckles add an estimated 50 lbs. 

more strength and keeps the buckles from sliding off pre-assembled bands 

during shipping and installation.  

Hayata’s stainless steel bands are fully coated including the band sides and 

buckles. This makes the banding application safer by preventing injuries asso-

ciated with handling. Available in 13 colors and uncoated, Hayata bands resist 

fading and corrosion due to extreme weather/temperature environments.  

Hayata’s highly durable coated stainless steel cable bands are a great  

option for high volume marking and maintenance operations. These fully 

coated bands resist fading due to weather and harsh environments. 

Yellow (-YW)

Blue (-BE)

Red (-RD)

Green (-GN)

Grey (-GY)

Orange (-OE)Welded Wing Head 
Buckle’s won’t 

slip/slide in transport.

Stronger Winged Buckle 
50-lbs stronger 

vs non-welded wing buckle.

Color I.D. 
Durable, robust coating to 

withstand harsh environments. 

13 colors plus uncoated  

stainless steel.

Fully Coated Band 
Safer band application/handling by 

preventing hand & arm injuries.

 

 

Part No. 

FBX18WS 

FBX24WS 

FBX30WS

    LENGTH           WIDTH          THICKNESS     

   In           mm        In           mm        In      mm  

    18       457       1/2     12.7     .025      .635 

   24       610       1/2     12.7     .025      .635 

   30       762       1/2     12.7     .025      .635

COLORS / 
ORDER 
SUFFIX

Black - BK 

Blue - BE 

Brown - BN 

Light Blue - LB 

Clossy Green - GG 

 

Green - GN 

Grey - GY 

Orange - OE 

Pink - PK 

Purple - PE 

Red - RD 

Stainless Steel - SS 

Tan - TN 

White - WE 

Yellow - YW 

 

PACKAGING  
100 

Per Box

Hayata 
Application 

Tools: 

RT400  

TT2400  

BT200 

White (-WE)

Light Blue (-LB)

 Tan (-TN)

Brown (-BN)

Black (-BK)

Purple (-PE)

Glossy Green (-GG)

Pink (-PK)

Stainless Steel (-SS)


